 (
Monday
Once we made sure that the axles were level we could continue on.
2
Steps Taken to Reach Objective:
Objective (s):
Worked on the formula rear end.
List issues / Complications
:
1
3
4
We then found parts we could use for the exhaust.
Making sure everything was level.
We needed to measure for the car and make sure everything was level.
We also cut the flanges off for the exhaust.
Tues
day
After Myers got the cross bars cut to the right length we had a welder come down.
2
Steps Taken to Reach Objective:
Objective (s):
Worked on the formula rear end to finish it up.
List issues / Complications
:
1
3
4
The welder welded all of the parts that needed to be welded.
What needed finished up on the rear end.
Once the axles were good we started on the last bit of the rear end.
We then cut out the leaf spring brackets.
Wednes
day
Once we figured out what we wanted to do we took it up with Mr. Neal.
2
Steps Taken to Reach Objective:
Objective (s):
Worked on ideas for the exhaust for the formula car.
List issues / Complications
:
1
3
4
After we told him the idea and he approved we made sure that it would work.
How we wanted to run the exhaust.
Brainstormed ideas for the exhaust.
Took measurements and made sure that we could make the cut.
Thurs
day
We first measured and got the mounts cut out.
2
Steps Taken to Reach Objective:
Objective (s):
Worked on the formula car’s rear end.
List issues / Complications
:
1
3
4
While Nathan was cutting the tabs I started grinding the old ones off.
What we need to get the mounts and tabs reattached and welded.
Once we got the leaf spring brackets grinded we had to start on the mounts.
Brainstormed ideas on how we are going to attach the
 mounts and tabs.
Fri
day
After we knew where the holes needed to be we took it over to the drill press.
2
Steps Taken to Reach Objective:
Objective (s):
Worked on the leaf spring brackets for the formula car.
List issues / Complications
:
1
3
4
Then I helped Sabo with the wing.
Finding a way to drill the holes on the leaf 
springs.
Once we had the brackets where we wanted we started to drill.
After that we cleaned up.
)

